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OVERHEAD FIBER OPTIC CABLE
DIRECTIONAL DRILLED CONDUIT
NEW BORED AND JACKED CONDUIT

TRENCHED CONDUIT
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EXI

N/A
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GENERAL NOTES

1. THE FIELD LOCATION OF ANY ITEM TO BE INSTALLED AS PART OF THIS PROJECT

SHALL BE APPROVED BY THE ENGINEER PRIOR TO [INSTALLATION.

. BURIED UTILITIES AND STRUCTURES: PIPELINES, STORM SEWERS, POWER CABLES,

UTILITY CABLES, AND OTHER PUBLICLY AND PRIVATELY OWNED UNDERGROUND
OBSTRUCTIONS MAY EXIST ADJACENT TO AND WITHIN THE ROADWAY
RIGHT-OF-WAY WITHIN THE CONSTRUCTION LIMITS OF THIS PROJECT.
INVESTIGATE THE LOCATION OF SUCH BURIED UTILITIES AND STRUCTURES WITH
PUBLIC AND PRIVATE UTILITIES.

. THE PLAN SHEETS HAVE BEEN DEVELOPED AS CLOSE TO SCALE AS PRACTICAL.

ACTUAL FIELD CONDITIONS, HOWEVER, SHALL PROVIDE THE BASIS FOR
APPLYING THE WORK SHOWN.

. THE ROADWAY STANDARD DRAWINGS, THE ROADWAY STANDARD DETAILS OF THIS

PLAN SET, AND THE SPECIFIC DETAILS PROVIDED IN THIS PLAN SET SHALL ALL

APPLY TO ALL WORK REQUIRED IN THIS PROJECT. WHETHER A PARTICULAR DETAIL

IS SPECIFICALLY REFERENCED TO A WORK ITEM OR NOT,IN THE EVENT OF A
CONFLICT, THE ORDER OF PRECEDENCE SHALL BE: THE PROJECT SPECIAL PROVISIONS,
THE SPECIAL DETAILS, THE STANDARD DETAILS, THE ROADWAY STANDARD DRAWINGS,
AND THEN THE STANDARD SPECIFICATIONS. THE CONTRACTOR SHALL BE RESPONSIBLE

FOR APPLYING THE PROPER DETAILS.

. ANY OF THE CONTRACTOR’'S WORK ACTIVITIES WHICH IMPACT ANY UTILITY

FACILITY SHALL BE COORDINATED WITH THE OWNER OF ALL AFFECTED UTILITIES.
THE CONTRACTOR SHALL FOLLOW ANY AND ALL WORK PROCEDURES
THE UTILITY OWNERS MAY REQUIRE.

. ALL WORK SHOWN ON THESE PLANS SHALL BE PERFORMED BY THE

CONTRACTOR UNLESS IT IS SPECIFICALLY NOTED THAT THE WORK
WILL BE PERFORMED BY OTHERS.
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